


Rigid Insulated Walls 
R-13 Value, all aluminium interior, 
offers no flame presence

Bright Ideas
Recessed ceiling mounted 

CCF LED white lights  
Quad style 120-volt 

electrical GFCI outlets

Expandable 
Disaster Medical Facilities are modular 

and can be easly reconfigured as demand 
increases 650 to 65,000 square feet

Generator & HVAC
50 KW 3-Phase sound attenuated Generator fueled 
by a 120 gallon tank provides 24 hour of operation 
at full load. Climate controlled by two 6 ton air 
conditioners and offers 40,000 BTUH of heat

Quick Setup
Buildings can be erected from 

collapsed position of 15.5” tall to 8’ 
tall in minutes utilizing only 3 people 

and a forklift

Restroom & Shower Skid
ACSI builds restroom/shower 
combination unit to accommodate any 
of your sanitary needs

Chemical Resistant Floors
Sprayed on rubber floor coating 
provides a non-slip, durable, 
seamless, waterproof floor 

Clear Panel Windows
30” x 30” window offers 

natural lighting

SURGE SYSTEM
“Rigid Wall Insulated Portable 

Building Systems”

Multi-Purpose Use
Command, SURGE, CBRNE, Temp-Housing, 

Triage, or Pharmacy

Pandemic Isolation
Units connect together to form an 

airtight interior allowing negative 
pressure if desired 

Sanitation Station
Hot & Cold running 
water is available for 
all your sanitation and 
hygiene needs
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Concept of sufficiency of care
Medical care that may not be of the same quality 
that could be delivered under non-emergency 
conditions, but is sufficient for need. This is often 
the reality of surge hospitals because of the difficult 
circumstances in which care is provided.

FOOTPRINT

MIN (1 UNIT) 20’L x 8’W

MAX NO LIMIT

HEIGHT

COLLAPSED 18 INCHES

ERECTED 8 FEET

WEIGHT

AVG. 2700 LBS PER UNIT

INSULATION

WALL, CEILING, FLOOR R–13 VALUE

LIGHTING

CEILING MOUNTED CCF LINEAR LED DOUBLE BULB

HVAC

6 TON AIR CONDITIONERS (40,000 BTUH OF HEAT) SIZED ACCORDINGLY

GENERATOR

50 KW, 3-PHASE, 208 VOLT, 120 GALLON DIESEL TANK SIZED ACCORDINGLY

Technical Specifications

SURGE SYSTEM
New Standard of Care in Surge Hospital Preparedness




